
 Model OT84NA OT10NA OT12NA OT12TA OT15TA OT17TA

 Display Size 8.4" 10.4" 12.1" 12.1" 15" 17"

 Display Area 170.4 * 127.8 mm 211.2 * 158.4 mm 245.76 * 184.32 mm 245.76 * 184.32 mm 245.76 * 184.32 mm

 Optimal Resolution 800 * 600 800 * 600 or 1024 * 768 1024 * 768 1280 * 1024

 Panel Brightness 230 cd/m² (typ) 300 cd/m² (typ) 150 or 370 cd/m² (typ) 250 cd/m² (typ) 350 cd/m² (typ)

 Contrast Ratio 600:1 (typ) 500:1 (typ) 300:1 or 400:1 (typ) 600:1(typ) 1000:1(typ)

 Response Time 8 ms (typ) 30 ms (typ) 16 or 45 ms (typ) 8 ms (typ) 5 ms (typ)

 Viewing Angle (L / R / U / D) 75 / 75 / 60 / 70 75 / 75 / 50 / 60 70 / 70 / 50 / 60 80 / 80 / 80 / 80 85 / 85 / 80 / 80

 Input Video Signal Connector D-Sub 15 pins

 Power Consumption 6W 8W 20W 30W

 Input Frequency H: 31.5-60.2 kHz          V: 56.3-75Hz

 Power Supply DC 12V +/- 10%

 Temperature Operating : 0˚~40˚          Storage : -10˚~50˚

 Humidity Operating : 20%~80%          Storage : 10%~90%

 Weight 780 g (net) 1.20 kg (net) 4.67 kg (net) 5.86 kg (net)

 Physical Dimension WxHxD 199.7 * 197 * 130 mm 239.6 *  227.6 * 160 mm 315 * 319 * 200 mm 365.2 * 338.6 * 200 mm 399.2 * 381.5 * 200 mm

 Approvals CE, FCC, BSMI, CCC CE, FCC, BSMI CE, FCC, BSMI CE, FCC, BSMI, CCC CE, FCC, BSMI

 Wall Mount Type VESA 75 * 75 mm VESA 100 * 100 mm

 Touch N/A 5W Resistive Taiwan Touch (USB or RS232)

 Warranty 3 years (exclude LCD panel)

 Option Item

Cabinet Color Black or White

Wall Mounting Bracket

MSR N/A 3 Tracks (USB or KBW)

2nd Display N/A OT07S / OT84S / OT84T 

Customer Display N/A VFD
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